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Pre-Weld Cleaning Fluid
TIG Brush TB-01

PRODUCT OVERVIEW 

SAFETY AND STORAGE

TB-01 pre-weld cleaning fluid is specifically developed for pre-weld removal of typical Stainless Steel 
contaminants, such as cutting lubricants, protective film adhesives, industrial handling dusts, oils and greases. 
The high heat produced during welding can cause these residues to be “baked into” the metal surface, resulting 
in an undesirable finish. Once this occurs it can be very difficult to rectify and can add substantially to  
production costs.  

Incorporating the use of TB-01 into your welding process will help minimize contamination of the weld and 
prevent additional rework time and the extra costs this type of contamination can cause. Pre-weld cleaning 
not only helps in producing the best weld quality but also results in a quick and effective TIG Brush clean and 
passivation finishing process.

TB-01 Pre-Weld Cleaning Fluid is a non-dangerous, non-flammable and non-corrosive fluid formula  
therefore, when used together with the recommended PPE, minimizes the risk to the operator’s health, and the 
surrounding environment. TB-01 is also NSF certified and conforms to the requirements of the NSF Non-Food 
Compounds Registration Programme. The NSF mark is your assurance that Ensitech fluids have been tested  
and certified by one of the most respected independent certification organizations in existence today. See  
https://www.nsf.org for more information.

TB-01 is a powerful yet safe approach for pre-cleaning without hazardous solvent, heavy metals or harsh solvents 
and is therefore, classified as a non-dangerous good. Always use TB-01 with the recommended PPE in the work 
and cleaning environment.

• This Fluid Application Guide should be read in conjunction with the Safety Data Sheet (SDS)
and well understood before using any Ensitech chemical.

• Store TB-01 in a cool dry area, out of direct sunlight and out of reach of children.
• Stored correctly and un-opened, TB-01 offers a shelf life of up to 2 years.
• TB-01 is classified as a Non-Dangerous Goods for transport.

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov
CALIFORNIA PROPOSITION 65 WARNING 
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ENVIRONMENT

DISPOSAL

STANDARD OPERATION PROCEDURE - S.O.P

TB-01 is a water-based pre-weld cleaning fluid, which the ingredients are environmentally safe and present no 
impact. TB-01 is also biodegradable and the breakdown products have no detrimental impact on the terrestrial 
or aquatic environments.

Important: Refer to SDS for full disposal details and dispose of in accordance with relevant local legislation.

Do not mix TB-01 in sinks or drains with bleach, drain cleaner or other chemicals. 

For small quantities that have been neutralized, dilute with clean water to municipal drains at a ratio of 10:1 water 
to chemical to prevent any pooling in S-bends or sumps which could react with other chemicals that may be 
present in these systems.

The operator should read and understand the TB-01 Safety Data Sheet (SDS) before proceeding.

Note: If TB-01 fluid is allowed to dry on the surface, repeat steps 1-4 above to remove it.

1. Make sure the surface is cool before applying. Do not apply in direct sunlight, as this can prematurely dry
the fluid on the surface.

2. Apply a liberal amount of pre-weld cleaning fluid to the surface using either a soft cloth or spray bottle.
3. If the surface is heavily contaminated, allow the cleaner to sit for a minute before rubbing the surface

using a soft cloth. Do not allow the cleaner to dry on the surface and avoid prolonged or high-pressure
rubbing of a single spot.

4. Remove TB-01 pre-weld by washing the surface with running water or use a clean wet soft cloth. Dry the
surface once all pre-weld cleaning fluid has been removed.

5. If the surface contamination has not been completely removed, repeat steps 1-4.
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